
・ Please keep this instruction manual so that you can read it when you can`t understand 
   the operation.

Tap lightly to set the paper.

Ⅱ

Set the "Paper selection 
lever" to match the position 
of the paper size to be 
punched.

For other sizes of paper and paper 
orientations, align the paper manually, 
by referring to the paper width gauge 
and center position gauge.
※For A3 vertical and B4 vertical, adjust 
    it to A4 and B5 width gauge.

●Tilt the “Dust box” toward you.

●Please press the “Unlock switch” with a thin stick.
    The punch will rotate in the reverse direction and 
    the blade will be pulled out from the paper.

●Remove it immediately as it may hit the punch 
    blade and cause a malfunction.

●Pull up the “Dust box” to remove it, and discard 
    the paper chips inside.

●Put back the Dust box into the machine. 

●Please remove the paper.

Paper selection lever

Bottom of 
the main body

Press the “Start button”. 

The machine will complete the 
operation in 3 seconds.
Pull the paper out.

・ Hole diameter, depth, pitch 
    cannot be changed.

 Pitch 
 about 80mm

Hole diameter 

about 6mm

Depth 
about 12mm

Press the “Start button”. 

Insert the paper into the paper slot.

●The following items are included in the package.

●Body ●Paper guide

●Instruction manual
●ＡＣ adapter

●Power cord

・ If you keep on pressing the start button, the 
    cycle of paper alignment and punching will 
    be repeated. Please press the start button 
    less than 1 second.

Paper width gauge

Center position gauge

・ In case of using continuously or for a long time,         
    the machine might not work properly because 
    the motor power may drop. In this case, stop 
    operating for approx. 20 minutes.

・ If the paper is charged with static electricity or    
    bent, the paper may not be aligned and may not be 
    possible to make hole in the correct position. 
    In that case, please align by hand from left 
    and right.

Paper width gauge

●Prior to using, read this instruction manual.
●Keep this instruction manual.
●It is prohibited to reproduce the contents of this manual without permission.
●The information herein is subject to change without prior notice.

Power indicator lamp 
does not turn on.

Phenomenon Check point Remedy

It doesn`t move 
when pressing 
the start button.

Paper is not aligned.

Model name

1. Perforation capacity depends on the kind of paper. The machine might not punch up to 
    50 sheets in the other kind of paper. In this case, do not punch it forcibly.
2. In case of using continuously or for a long time, the machine might not work properly 
    because the motor power may drop. In this case, stop operating for approx. 20 minutes.

When the paper chips Dust box is full.Paper aligning and punching

Paper removal

Paper set up When the machine locks and you 
cannot remove the paper

Package contents

Specification

Names and functions of each part

How to use

Trouble shooting

When foreign object such as clip 
enters inside the machine body.

ⅡMAX ELECTRIC AUTOPUNCHER

1 – 50 sheets (64gsm, 55kg / 16-lb.bond paper)

AC100V-240V  50Hz / 60Hz

40W

360mm  (W) x 231mm (H) x 123mm (L)

10°C / 50°F to 35°C / 95°F, 15% to 80% RH (non-condensation)

2.4kg

6mm

3.5 sec per punch

12mm

80mm
A3 vertical, A4 horizontal, A4 vertical, Letter horizontal, 
B4 vertical, B5 horizontal

A4 horizontal, Letter horizontal, B5 horizontal

Perforation capacity

Perforation speed

Hole diameter 

Depth from edge of paper

Hole pitch

Applicable paper size

Automatic paper 
alignment size
Power source

Power consumption

Dimensions.
Weight
Working temperature
and humidity range

Paper cannot be 
pulled out.

Takes time to punch 
a hole.

Can not punch holes.

Is the power cord plugged 
into an outlet?

Is the power cord plugged 
into an outlet?

Is the paper A4 horizontal , Letter 
horizontal , or B5 horizontal ?

Does the paper selection lever 
match the size of the paper?

Is there any paper that is bent 
or has static on it.

Is there any paper that has 
been stapled or glued.

It is possible that the chips 
after penetration are clogged 
on the hole.

It is possible that the punch 
blade is stopped halfway.

Are you continuously punching 
maximum number of sheets 
or close to it ?

The punch blade may be worn.

Are you continuously punching 
the maximum number of sheets 
or close to it ?

Plug it into an outlet.

Plug it into an outlet.

Papers other than A4 horizontal, Letter 
horizontal, B5 horizontal, align it by 
hand before pressing the start button.

Set the paper selection lever correctly.

Align it by hand before pressing the 
start button.

Remove the staple or glue before 
inserting the paper, or align it by 
hand and press the start button.

Please press the start button again.

If it does not work even if you press 
the start button, the punch blade has 
stopped halfway, so wait a while and 
then press the unlock switch with a 
thin stick to reverse the punch blade.

Please rest it for a while (15 to 20 
minutes) before using.

Please contact the store where you 
purchased the product.

After resting for a while (about 15 to 
20 minutes), press the unlock switch 
with a thin stick to reverse the punch 
blade.

Refer to 「5. Maintenance」 to remove it.
Foreign object 
such as clip enters 
inside.

REQUEST

REQUEST

REQUEST

REQUEST

REQUEST

REQUEST

● Do not insert foreign objects such as fingers, pens, or wires into this machine. It could 
    damage the machine or cause an electric shock or injury.
● Obtain power directly from a single power outlet. Avoid using power strips and 
    connecting many wires to one socket. It could cause a fire.
● Do not place any heavy objects on the power cord. The cord could be broken and 
    cause a fire or electric shock.
● Do not connect/disconnect a power cord with wet hands. It could cause an electric shock.
● Do not splash water or chemicals on the machine. It could cause mechanical trouble, 
    a fire or electric shock.
● When pressing the unlock switch, do not press it with a conductive metal such as a 
    wire. It could damage the machine or cause an electric shock or injury.

● Use correct supply voltage. Other voltage level could damage the machine or cause 
    a fire or electric shock.
● Use only specified AC adapter (AC100-240V, 50-60Hz) & power cord appended to 
    the machine.

● In case water, etc. enters inside the machine by any chance, disconnect the power 
    cord from the outlet immediately and contact your dealer for repair. If used in that 
    state, it could damage the machine or cause a fire or electric shock.
● Do not operate the machine if it is out of order. If it is operated in a malfunctioning 
    state, such as emitting smoke, an abnormal sound, or a strange smell, it could cause 
    a fire or electric shock. Disconnect the power cord from the outlet immediately and 
    contact your dealer for repair.

There is a removal hole on the bottom of the machine. 
Shake the machine and move the foreign object near 
the hole to remove it. 

Information published Unit

MAX EUROPE B.V. NL8153.37.401.B01
Antennestraat 45, 1322 AH Almere,
The Netherlands
Phone number: (31)36-546-9669

2.71A

65W
88.0%

0.21W

79.0%

6A-601DA24  ATS 065T-P241
AC100-240V

50-60Hz
DC24.0V

Manufacturer’s name or
trade mark, commercial
registration number and
address

Model identifier
Input voltage

Input AC frequency
Output voltage

Output current

Output power
Average active efficiency

Efficiency at low load (10%)

No-load power consumption

Other sizes of paper and 
paper orientations

■AC ADAPTER INFOMATION

A4 horizontal, Letter horizontal,
B5 horizontal
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MAX CO.,LTD.
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TEL: (852) 2426-2106

MAX (SHANGHAI) CO.,LTD.
Room 1505, Block E, Jin hongqiao Guangchang, No.2, 
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P.R.China
TEL: (86) 21-3133-8105

●When pressing the unlock switch, do not 
    press it with a conductive metal such as 
    a wire.
    It could damage the machine or cause an 
    electric shock or injury.

Paper guide

●Attach it to the main body 
    when using it. It guides large 
    size of paper such as A3 
    vertical.

●The punched paper chips are collected 
    in the dust box. Tilt the upper part of 
    the dust box toward you, then pull it 
    up to remove the box and discard the 
    paper chips.

Dust Box

●A4 horizontal, Letter horizontal, 
    B5 horizontal can be automatically 
    aligned by setting the lever.

・ Other sizes of paper and paper 
    orientations cannot be automatically 
    aligned. Please align the paper 
    manually, by referring to the paper 
    width gauge and center position 
    gauge.  

Paper selection lever

●50 sheets (64gsm) can be 
    inserted.

・ It may cause a malfunction when 
    inserting materials other than paper.

Paper slot

●When punching a paper that cannot 
    be automatically aligned, align the 
    center of the paper with this mark.

Center position gauge

●Use this gauge as a guide 
    when punching paper that 
    cannot be automatically 
    aligned.

Paper width gauge

●Displays the power status.

Power cord

WARNING

INSTRUCTION MANUAL

MAX ELECTRIC AUTO PUNCHER

Names and functions of each part

Maintenance

■ INDICATIONS

■ SYMBOLS

This instruction manual uses various indications to help you use this machine 
safely and properly.
The following describes those indications.

Denotes “What you should be aware of.” An indication in or 
near this symbol shows a specific caution.

Denotes “What you must not do.” An indication in or near this 
symbol shows a specific prohibition.

Denotes “What you must do.” An indication in this symbol shows 
a specific instruction.

Describes operations that may cause damage to the machine and 
require a repair, or operations that require resetting the machine, etc., 
to restore the condition of the machine.

Describes the points of operation and tips.

● Never disassemble or modify this machine. It could cause a fire, 
　 electric shock, or other problems.

WARNING: Negligence could lead to serious injury or death.

CAUTION: Negligence could lead to an injury, damage of your property, or
cause loss of created data.

SAFETY INSTRUCTIONS

BEFORE USE

REQUEST

WARNING

WARNING

● Do not share the outlet with equipment (air conditioner, refrigerator, microwave, office
    automation equipment and so on) that requires a large capacity of electricity. The 
    voltage drop could cause the machine to malfunction.
● Do not place paper or cloth on or over the machine. It could damage the machine or
    cause a fire.
● Do not carry the machine by holding the paper guide. The machine may fall and could 
    cause a malfunction or injury. 

● When the machine is not used for a long time, disconnect the power cord from the 
    outlet for safety.
● When relocating the installation site, be sure to disconnect the power cord. If moved 
    forcefully, the cord could be damaged, resulting in a fire or electric shock.

● Clean the power cord plug regularly. Dust on the plug could cause a fire.
● When disconnecting the power cord, be sure to hold the plug to disconnect instead 
    of directly pulling on the power cord. The cord could be broken and cause a fire or 
    electric shock.
● Do not install the machine on the place that is not level or subject to vibration or 
    impact. The machine may fall and could cause a malfunction or injury. 

CAUTION

How to use

●Connect the power cord into an outlet when using 
    the machine. When connected, the power turns on 
    and the power lamp lights up.

N212K

・  Please insert the paper 
    guide all the way. 

WARNING

●When the machine is locked, press the unlock switch with a thin stick.

・ The switch inside is hard, so use a stick that does not break easily.

Unlock switch (hole)

●When pressing the unlock switch, do not press it with a conductive 
    metal such as a wire.
    It could damage the machine or cause an electric shock or injury.

Indicator
REQUEST

●Insert the paper and press the start 
    button. Then, the machine starts the 
    operation of automatic paper 
    alignment and punching. 

・ Press the start button firmly. If you press 
    it lightly, the machine may not complete 
    the operation . In that case, press the start 
    button again.
・ If you keep on pressing the start button, 
    the cycle of paper alignment and punching 
    will be repeated. Please press the start 
    button less than 1 second.

REQUEST

Start button


